The convenience of dumping 2 tons at 48” becomes readily apparent when you use this reliable industrial dumper. You just load the carriage, position the load restraint bar and press the control button.

**SPECIAL FEATURES & BENEFITS**

- Designed for a minimum size footprint.
- Adjustable retaining bar.
- All cylinders are machine grade single acting style.
- The controllers are assembled in our U.L. listed panel shop.
- All shafts, axles and pins are hard chrome plated.
- All bearings are lifetime lubricated.
- These units are fully primed and finished with baked enamel.

**CLICK HERE FOR: Optional Accessories**

**FEATURE DETAILS**

- Standard power unit
- Cylinder
- Adjustable retaining bar
- Standard mesh guard

---

Model DP-448-5236 Standard Dumper

10 Year/250,000 Cycle Warranty

2 HP Motor
- Speed: 33 seconds
- Capacity: 4,000 lbs

Carriage Dimension: 52 x 36 in.
- Overall Dimension: 65 x 58 in.
- Carriage Height: 65 in.
- Arc Height: 120 in.
- Arc Length: 79 in.
- Shipping Weight: 1,080 lbs.

4,000 lb. Capacity - 48 in. Dump Height

ISO 9001:2015 Certified

UL Certified

Made in USA

---

Phone: 800-843-3625 • Fax: 630-584-9405 • www.advancelifts.com

©2017 Advance Lifts, Inc. All rights reserved.

DP-448-5236